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Source:  Forsyth County Assessor's Office, dated 2010.
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Source:  Forsyth County Assessor's Office, dated 2010.
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FIGURE 4
PHOTOGRAPHIC LOG

Fire Station 19 Project Site
Winston-Salem, NC

Project: 6261-10-1972

Date: September 14, 2010

Photographed by: J. Cutler

Description: Westward view 
of project site as taken from 
eastern property boundary.
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Fire Station 19 Project Site
Winston-Salem, NC

Project: 6261-10-1972

Date: September 14, 2010

Photographed by: J. Cutler

Description: Northward 
view of project site as taken 
from southern property 
boundary.
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DATE JOB NUMBER FIGURE 56261-10-1972

Source:  USDA-NRCS Digital Raster Graphic Mosaic for Forsyth County, North Carolina, dated 2007; Kernersville and Winston-Salem East 7.5 Minute Quadrangles.
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DATE JOB NUMBER FIGURE 66261-10-1972

Source:  USDA-FSA Aerial Photography Field Office, dated 2008; USDA-NRCS Soil Survey Geographic for Forsyth County, dated 2009.
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NRCS SOILS MAP
FIRE STATION 19 PROJECT SITE

NEPA ENVIRONMENTAL ASSESSMENT
CITY OF WINSTON-SALEM

FORSYTH COUNTY, NORTH CAROLINA

±Project Location Soil Boundary    Note: Soil Map Units occurring within the Project Area are boldfaced in the Legend.
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Soil Map 
Unit

Description

ClB Clifford sandy loam, 2 to 6 percent slopes
ClC Clifford sandy loam, 6 to 10 percent slopes
ClD Clifford sandy loam, 10 to 15 percent slopes

CmB2 Clifford clay loam, 2 to 6 percent slopes, 
moderately eroded

CmC2 Clifford clay loam, 6 to 10 percent slopes, 
moderately eroded

CoA Codorus loam, 0 to 2 percent slopes, 
frequently flooded

FaF Fairview fine sandy loam, 15 to 45 percent 
slopes

FcD2 Fairview clay loam, 10 to 15 percent slopes, 
moderately eroded

FeE3 Fairview clay loam, 10 to 25 percent slopes, 
severely eroded

HaA Hatboro loam, 0 to 2 percent slopes, 
frequently flooded

NaB Nathalie sandy loam, 2 to 6 percent slopes
NaC Nathalie sandy loam, 6 to 10 percent slopes
PcF2 Pacolet clay loam, 15 to 45 percent slopes, 

moderately eroded
RoF Rhodhiss-Bannertown complex, 15 to 45 

percent slopes
RtD Rhodhiss-Toast complex, 5 to 15 percent 

slopes
SmF Siloam sandy loam, 15 to 45 percent slopes
TdC Toast-Devotion complex, 6 to 10 percent 

slopes
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Source:  U.S. Fish and Wildlife Service, National Wetlands Inventory, dated 2009.
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National Wetlands Inventory Classification
PEM1Fh - Palustrine, Emergent, Persistent, Semipermanently Flooded, Diked/Impounded
PUBHh - Palustrine, Unconsolidated Bottom, Permanently Flooded, Diked/Impounded
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Source:  Federal Emergency Management Agency, dated 2009.
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APPENDIX A 
AGENCY SCOPING LETTERS AND RESPONSES 




























